
UV Series 
Ultra Violet Sterilization System 

UV sterilization is an environmentally friendly alternative to chlorine dis-
infection and has no disinfection byproducts, essentially trouble-free. UV 
sterilization works night and day, 24/7.  Water flows through the system 
without need for a holding tank or reaction times.  UV is more effective 
than chlorine or chloramines with low electrical needs.  UV is one of only 
4 methods approved for disinfection by US Food & Drug Administration 
(FDA).  The UV purification process does not waste any water.  
Note: UV light is only able to eliminate microorganisms in water.  UV 
technology does not remove any other contaminants from water such 
as heavy metals, salts, chlorine or man-made substances like petroleum 
products or pharmaceuticals.  Other filtration methods should be 
employed with UV to ensure that all contaminants are removed from 
the water. Chemical disinfection methods (such as chlorine) change the 
taste & odor of water and produce byproducts, UV does not.

Clearance equal to chamber length for lamp removal

SPECIFICATIONS

(Typical)

INSTALLATION:

Model
Flow Rate 

(gpm)
Pipe Size Dimensions (L x W x H) Electrical

WUV12-110 12 1" MNPT 4 1 1/2 x 8 1/4 x 3 3/4" 110-130V / 50-60Hz

NOTE: Line cord and lamp lead wire omitted for clarity.

NOTES:

1.   Install sterilizer equipment in a readily accessible and well lit location to facilitate inspection and maintenance.
2.   Inspect for hidden electrical wiring or plumbing prior to drilling holes.
3.   Attach mounting clips to the wall.
4.   Insert chamber through mounting clips.
5.   Connect to plumbing.
6.   Install quartz sleeve and lamp.
Note: Avoid touching the sides of the quartz sleeve and lamp, handle by the ends only.

a. Remove the retainer nut.
b. Slide the quartz sleeve into the chamber - closed end first.
c. Side the O-ring over the open end of the quartz sleeve.
d. Tighten the retainer nut hand tight.
e. Slide the lamp into the quartz sleeve.
f. Connect the lamp to the plug in the transformer.
g. Cover the lamp connection with the vinyl cap

7.   Turn on the water and inspect for leaks. Repair if necessary.
8a. For 110 Volt Units: Plug the transformer into an electrical outlet. An electrical outlet protected by a Ground Fault Interrupt (GFI)

circuit is recommended.
b. For 220 Volt Units: Obtain the appropriate plug for your type of receptacle and attach it to the end of the power cord and plug it in.
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