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H-SC 510 & 520

Features & Benefits
• Low cost
• Excellent chemical resistance
• Food grade for food and beverages
• No media migration
• High dirt holding capacity
• Wide range of lengths
• Five micron ratings

Applications
• Potable water
• Beverages
• Pre-filtration for RO
• Fine chemicals
• Electronics
• Metal finishing
• Plating solutions
• And more!

Specifications

Material Melt blown polypropylene 
Maximum temperature 140' F / 60" C 
Maximum pressure 40 PSID
Recommended change out 30 PSID ·-
Maximum flow rate 2-8 GPM based on micron
Cartridge packaging Shrink wrapped for purity
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H-SC 510 & 520 Cartridges
are tested and certified by WQA

against NSF/ANSI Standards 42 and 372.

H-SC510 & H-SC520
Sediment Filters

Features & Benefits
• Low cost
 • No media migration

• High dirt holding capacity
• Wide range of lengths
• Five micron ratings

Applications
• Potable water
• Pre-filtration
• And more!

SC520 20" Sediment Filter

55  mmiiccrroonn  SSeeddiimmeenntt  ffiilltteerr  rreedduucceess  ddiirrtt,,  ssaanndd,,  ssiilltt,,  
ssccaallee  aanndd  rruusstt  ppaarrttiicclleess..  PPlleeaatteedd  ddeessiiggnn  mmaaxxiimmiizzeess  
ddiirrtt--hhoollddiinngg  ccaappaacciittyy..  

SC510 10" Sediment Filter

55  mmiiccrroonn  SSeeddiimmeenntt  ffiilltteerr  rreedduucceess  ddiirrtt,,  ssaanndd,,  
ssiilltt,,  ssccaallee  aanndd  rruusstt  ppaarrttiicclleess..  PPlleeaatteedd  ddeessiiggnn  
mmaaxxiimmiizzeess  ddiirrtt--hhoollddiinngg  ccaappaacciittyy..

Dimensions 13.25 x 7.25 the filters are 4.5 diameter

Dimensions 23.75 x 7.75 the filters are 4.5 diameter
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